www.hotgarageflooring.com
www.pacificprodux.com
888-886-3726
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=Your new polyvinyl garage flooring is easily washed with soap and water inside or
outside of the garage. Brush or sweep with cool water using a broom or sponge
sque=egee. Mild soaps and normal household detergents may be used. Do not leave
harsh datergents or chemicals on flooring or wash into sewer system. Some prefer
moving the flooring outside and hosing it off.

= Wormal household vinyl cleaners may be used to increase longevity and to remove
stubborm debris. Certain automotive vinyl products may cause surface to become
slippery. Use a non-slip vinyl protector such as a clean-and-shine floor cleaner.

= This is not a stain-proof product—certain dyes, inks, rubber tires, and chemicals may
cause permanent staining. Some of our customers have reported that spray-on Brake
and Tool Cleaner, found in many auto parts stores, will remove some stubborn stains
without damaging the product. However, use of these cleaners may cause product
discoloration. Mever use harsh chemicals such as tar remowver or kerosene on this
product.

= After cleaning, apply a coat of floor polish for vinyl floors to add a long-fasting, high-
luster finish, even to older garage floor protectors.

MOTE: Leaving chemicals on the flooring for a long period of time may cause damage.

If the concrete floor has been treated with certain sealers prior to mat installation,
sealer may break down over time and adhere 1o back of mat without causing damage
to mat. Some motorcycle kickstands may cut or damage this product.

Pacific Produx

A New Wave of Professional Automotive Products

When you purchase from Pacific Produx you are accessing over 35 years
of automotive enthusiast expertise. Visit our web site at
pacificprodux.com for our complete catalog of auto detail products.

Installation of your continuous polyvinyl garage flooring
from Better Life Technologies really is easy.
Follow the steps in our Installation Guide and make your
garage the envy of the neighborhood!



est results, unpack and install floonng as soon as possible after delivery, The
sg@ner the flooring is removed from packaging, the quicker it will lay flat on the
floar after installation.

and clean garage floer. Wipe up any oil and chemicals from the floor before
out product. Anything left on the floor will be felt through the vinyl. If the
floor is extremely dirty, a power washing might be in order.

| flooring. Initially, the garage flooring will have curl marks due to being rolled
re for shipment- this is normal,
Unroll option 1: For lay-flat results, unroll garage flooring in the sunlight on a clean
driveway. The warmer the conditions, the quicker curls will straighten out and lay
flat. Use a wide push broom to push air out from the center and start the laying-flat
process. Pull the piece onto garage flogr and repeat the broom out.

Unroll option 2: |f you wish to unrell product directly on the garage floor, start the
unrolling process at the garage entrance, finishing at the back of the garage. In cogl
to cold conditions it may take 724+ hours for some curl marks to lay flat, depending
on the temperature. Use a wide push broem to push air cut from the center. [t 1s OK
to park your car on it during this "relaxing” time.

Overlap Note: Flooring that is 10' wide, has an “overlap flap® (approximately 1.5" to
2" wide} of unpatterned material running down BOTH sides, Flooring that is 8 wide
or less, has no "overlap flap”.

mat to relax and lay flat. For the best custom fit, allow flooring to relaxin place
trimming around edges and corners. If product is used under extreme
temperature conditions, such as direct surilight or unheated garages, the flooring
may expand or contract as much as 2% after laying flat. Allow for this movement
when making your final trim cuts.

he edges with sharp scissors or a utility knife.
5 Life Technology's continuous polyvinyl garage
flooring mats are accurately eut, and when unrolled
produce a straight edge to align placement against a
side wall. If you need to trim the width for proper fit,
trim the excess material along the wall and use the
factory cut edges for seams between rolls. Rolls in
the 10" widths include an "overlap" flap that can be
used as the seam between rolls. This unpatterned
portion makes overlapping the rolls easy.

ired, you may tape down the
r the seam between two floor
mats. We recommend using indoor-
outdoor double stick carpet tape.
Using achesive over the entire mat
surface is not necessary.

TIP: Left-over scraps? Use your trim scraps to line shelves, pet kennels, entry walk, or
areas around poaol that become slippery when wet. Use as a second layer to add
additional cushion to areas like your werk bench where you stand frequently.

TIP: Wipe up any oil, chemicals, or other fluids that may drip or leak from vehicle to
prevent hazardous, slippery conditions.
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